Vinyl Clip

PVC coated polyester fabric

specialistductingsupplies

max.

Inside working

diameter

max.
vacuum

ELL bending

weight thickness radius

(kg/m) Pressure
(mm) (mm) (mm) (bar) (bar)

50 0.40 0.25 30 0.85 0.32

60 0.50 0.25 36 0.68 0.22

76 0.60 0.25 45 0.47 0.14

80 0.63 0.25 48 0.43 0.12

102 0.65 0.25 60 0.30 0.08

110 0.70 0.25 66 0.25 0.07
Construction: PVC coated polyester fabric mechanically
locked by outer wear strip. 120 0.72 0.25 72 0.22 0.06
Colour: Grey. 127 0.80 0.25 75 0.21 0.05
Standard length: 5 and 10 metres.

152 0.90 0.25 90 0.16 0.04
Temperature range: -30°C to +80°C (intermittent 100°C)
in a 20°C ambient. 160 0.94 0.25 96 0.14 0.03
Applications: Ventilation and air conditioning, extraction 180 1.05 0.25 108 0.12 0.02
of welding fumes.

203 1.26 0.25 120 0.10 0.02
Properties: Very flexible, easily compressed and
conforms to UL94VO.

254 1.70 0.25 175 0.07 0.01
Options:

305 2.00 0.25 210 0.05 0.01
«  Various colours.

350 2.30 0.25 245 0.04 0.01
«  Closer wire pitch.

407 2.90 0.25 280 0.03 0.01

508 3.90 0.25 400 0.02 0.01

Technical data at + 20°C.
Other diameters/lengths available upon request.

SDS Specialist Ducting Supplies Ltd (West Yorkshire) SDS Specialist Ducting Supplies Ltd (Glasgow)
Craven House 2 Gordon Avenue

Steeton Grove Hillington Park

Steeton Glasgow

Keighley G52 4TG

West Yorkshire

BD20 6TT Tel No. : 0141 471 6020

Tel No. : 01535 656656 E-mail : info@sdslimited.co.uk
E-mail : info@sdslimited.co.uk Website : sdslimited.co.uk
Website : sdslimited.co.uk




